
On Line Rack Mount LiFePO4 UPS
GR11 One  3-5K

Technical Features:
• True double-conversion online UPS
• Without battery working supported
• Input power factor correction 0.99
• Output power factor 1.0
• Selectable input voltage range for home appliances and personal 
computers
• Compatible to mains voltage or generator power
• Auto restart while AC is recovering
• Overload and short circuit protection
• Smart battery charger design for optimized battery performance
• Cold start function

* Product specifications are subject to change without further notice
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Technical Specifications:

Rated Power

Power Factor

3000VA/3000W

1.0 

5000VA/5000W

1.0 

5000VA/5000W

1

230 VAC
 110-280 VAC

50 Hz/60 Hz (Auto sensing) ± 4Hz
≧ 0.98 @ Nominal Voltage (100% Load)

≦ 10%

230VAC ± 5%
46~54 Hz or 56~64 Hz

50 Hz ± 0.1 Hz or 60Hz ± 0.1 Hz
≦3 % THD (Linear Load); ≦ 5 % THD (Non-linear Load)

0ms
4 ms (Typical)

Pure sine wave

93%
98%
93%

40~64 VDC
60A

54 VDC
64 VDC

RS232 & USB
WIFI & GPRS optional

5% to 95% Relative Humidity(Non-condensing)
-10°C to 50°C
-15°C to 60°C

BATTERY

Voltage
Voltage Range
Frequency Range
Power Factor
THDi

AC Voltage Regulation (Line&Batt. Mode)
Frequency Range (Synchronized Range)
Frequency Range (Batt. Mode)
Harmonic Distortion
Transfer Time (AC Mode to Batt. Mode)
Transfer Time (Inverter to Bypass)
Waveform 

Line Mode
ECO Mode
Battery Mode

Battery Voltage
Maximum charging current
Floating Charge Voltage
Overcharge Protection

Dimension, D X W X H (mm)
Net Weight (kgs)
Communication Interface
Intelligent slot

Humidity
Operating Temperature
Storage Temperature

420x438x132.5 
15 

465x190x318
15.5

GR11 One 3KL-48 RACK GR11 One 5KL-48 RACK GH11 One 5KL-48 TOWERMODEL


